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Series Small (M4~M16)

C Rc.)I:IS Compliant J Multiple-Orifice

various speeds.

speed: H

Fixed

<Characteristics>

BWWith a fixed, specially-designed orifice structure,
an optimal impact absorption can be achieved,
even under variable operating conditions.
(FK-0404 and FK-0604 series have a groove-
orifice structure.)

BWe have three available types to accommodate

For low-speed: L, for medium-speed: M, for high-
B Urethane cap specification is also available.
M2 or more of this product can be used in parallel.

M This product can also be custom-designed for
optimal impact absorption.

<Specifications>
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Model FK-0404L-[] | FK-0404H-[] | FK-0604L-[] | FK-0604H-L | FK-1008L-[] ‘ FK-1008M-[I‘ FK-1008H-[] | FK-1210L-[] |FK-1210M-EI ‘ FK-1210H-[]

Max. absorption energy  J (kgf-m) 0.1(0.01) | 0.3(0.03) | 0.1 (0.01) | 0.5 (0.05) 2.94 (0.3) 6.86 (0.7)
Stroke mm 4 4 8 10
Max. equivalent mass kg (kgf) 1(1) 3(3) 1(1) 3(3) 20 (20) 6 (6) 2.5(2.5) | 50(50) 14 (14) 6 (6)
Range of impact rate m/s 0.3~1 0.3~1 0.3~1 0.3~2 0.3~3 0.3~1 0.3~2 0.3~3
Max. drag N (kgf) 214 (21.8) 363 (37) 1078 (110) 1960 (200)
Max. cycle rate cycle/min 45 45 60 60
Max. absorption J/min 4.5 13.5 45 225 58.8 98
energy per minute  (kgf-m/min) (0.46) (1.38) (0.46) (2.29) (6.0) (10)
Recovering power of the piston rod N (kgf) 2.5 (0.25) or lower 3 (0.3) or lower 4.9 (0.5) or lower 9.8 (1.0) or lower
Operating temperature °C -5~70 -5~70 -5~70 -5~70
Mass: (S type) g 2.4 4.1 20 36

(C type) g 25 4.2 21 37

<Specifications>

Note) Insert S in the [ to order without a cap, and insert C in the [] to order with a cap (R if ordering urethane cap). Urethane cap specification is not available for FK-0404 and FK0604.

Model FK-1412L-01|FK-1412M-CI[ FK-1412H-00| FK-141 700 [FK-1417M-C)] FK-1417H-01 | FK-1612L-0[FK-1612M-C1 [ FK-1612H-0]

Max. absorption energy  J (kgf-m) 9.8(1.0) 14.7 (1.5) 14.7 (1.5)
Stroke mm 12 17 12
Max. equivalent mass kg (kgf) 75 (75) 20 (20) 8(8) 110 (110) 30 (30) 13 (13) 110 (110) 30 (30) 13 (13)
Range of impact rate m/s 0.3~1 0.3~2 0.3~3 0.3~1 0.3~2 0.3~3 0.3~1 0.3~2 0.3~3
Max. drag N (kgf) 2156 (220) 2646 (270) 2940 (300)
Max. cycle rate cycle/min 60 60 60
Max. absorption Jimin 176 235 235
energy per minute (kgf-m/min) (18) (24) (24)
Recovering power of the piston rod N (kgf) 8.9 (0.9) or lower 8.9 (0.9) or lower 9.8 (1.0) or lower
Operating temperature oG -5~70 -5~70 -5~70
Mass: (S type) g 55 76 76

(C type) g 57 77 82

Note) Insert S in the [] to order without a cap, and insert C in the [ to order with a cap (R if ordering urethane cap).

<Precautions for Use>

* Do not use this product without carefully reading the attached owner's manual.

* Do not turn the oil inlet screw located at the bottom of the main unit.

* Ensure that sufficient mounting strength is secured for this product. (As a
guideline, it should be 2 to 3 times the maximum drag listed in the catalogue.)

* Urethane caps are consumable goods that need to be replaced with new ones if necessary.

* Do not use this product in a vacuum or a location where it may come in contact with oil.

* Ensure that an eccentric load is not applied to the soft absorber.
(Allowable eccentric angle: £2.5°)

* Ensure that an external stopper (OP-020**) is also used. (The FK-
0404 and FK-0604 series can be used without a stopper.)
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Dimensions
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<Dimensions> -
o
Model A B G D E F 8G H ol J K L M N [-16] m
FIK-0404[ 1S 286 — — — = (@]
M4X05 4 24.6 201 45 12 — 8.1 2 7
FK-0404[]-C 326 4 3 — — S_
FK-0804[ 1S 29 — — — —
M6X0.75 4 25 205 45 18 — 92 2 8 0]
FK-0804[ 1-C 33 4 46 — — -
FK-1008[ 1S 48 — — = —
M10X1.0 8 40 345 55 3 15 142 3 13
FK-1008[ 1-C 55 7 3] 73 8
FK1210 ]S 63 = — = —
Mi2X1.0 10 53 475 55 35 — 162 4 14
FK12101-C 7 8 8 88 10
FK-1412[1-S 70 — — — —
M14X1.5 12 58 525 55 35 — 196 3] 17
FK-14120-C 78 8 10 88 10
FKA41 7S 97 — = — =
M14X1.5 17 80 745 55 4 15 196 g 17
FK-14170-C 107 10 10 11 12
FK-1612[1-S 75 — — = =
Mi16X1.5 12 63 575 55 5 — 20 3] 19
FK-1812[1-C 90 15 135 131 14

Note) Urethane cap specification is not available for FK-0404 and FK0604.

<Key to Model Number>

FK - 14

12

C

\— With/Without cap

Performance classification

Stroke
External screw size
Series name

S: Without cap

C: With cap

R: With urethane cap

L: For low speed (Impact rate 0.3~1m/s)

M: For medium speed (Impact rate 0.3~2m/s)
H: For high speed (Impact rate 0.3~3m/s)
(indicated in mm)

(indicated in mm)



t L sttty Series Medium (M20~M25)

(RoHS Compliant J Multiple-Orifice Fixed

BMWith a fixed, specially-designed orifice structure,
an optimal impact absorption can be achieved,
even under variable operating conditions.

B The main unit can also be used as a stopper.

(No external stopper required)

BWe have three available types to accommodate
various speeds.

For low-speed: L, for medium-speed: M, for high-
speed: H

M Urethane cap specification is also available.

M2 or more of this product can be used in parallel.

M This product can also be custom-designed for
optimal impact absorption.
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o <Specifications>
- Model FK-2016L-(] |FK-2016M-|FK-2016H-L]| FK-2022L -] |FK-2022M-[|FK-2022H-L1| FK-2050L-R | FK-2050M-R | FK-2050H-R
(7)) Max. absorption energy  J (kgf-m) 29.4 (3.0) 44.1 (4.5) 98 (10)
@) Stroke mm 16 22 50
< Max. equivalent mass kg (kgf) 230 (230) 60 (60) 25 (25) 73 (73) 30 (30) 15 (15) 30 (30) 15 (15) 8 (8)
+— Range of impact rate m/s 0.3~1 0.3~2 0.3~3 0.3~1 0.3~2 0.3~3 0.3~2 0.3~3 0.3~3
o= Max. drag N (kgf) 3528 (360) 3920 (400) 4900 (500)
UO) Max. cycle rate cycle/min 60 60 30
Max. absorption J/min 343 392 490
energy per minute (kgf-m/min) (85) (40) (50)
Recovering power of the pistonrod N (kgf) 18.1 (1.85) or lower 39.2 (4) or lower 39.2 (4) or lower
Operating temperature °C -5~70 -5-~70 -5~70
Mass: (S type) g 147 163 o
(C type) g 168 178
Note) Insert S in the [] to order without a cap, and insert C in the [] to order with a cap (R if ordering urethane cap).
Model FK-2530L-C] | FK-2530M-CJ FK-2530H-01] FK-2540L-C] |[FK-2540M- | FK-2540H-C]| FK-2550L-R | FK-2550M-R | FK-2550H-R
Max. absorption energy ~ J (kgf-m) 88.2 (9.0) 117 (12) 147 (15)
Stroke mm 30 40 50
Max. equivalent mass kg (kgf) 390 (390) | 175(175) | 75(75) | 480 (480) | 235(235) | 30 (30) 100 (100) | 50 (50) 30 (30)
Range of impact rate m/s 0.3~1 0.3~2 0.3~3 0.3~1 0.3~2 0.3~3 0.3~1.5 0.3~2 0.3~3
Max. drag N (kgf) 6370 (650) 6370 (650) 6370 (650)
Max. cycle rate cycle/min 60 60 30
Max. absorption J/min 490 490 637
energy per minute (kgf-m/min) (50) (50) (65)
Recovering power of the piston rod N (kgf) 29.4 (3.0) or lower 71.5 (7.3) or lower 39.2 (4) or lower
Operating temperature °C -5~70 -5-~70 -5~70
Mass: (S type) g 361 a7 516
(C type) g 391

Note) Insert S in the [] to order without a cap, and insert C in the [] to order with a cap (R if ordering urethane cap). (-S is not available for FK-2540.)
Note) Urethane cap is the only available specification for FK-2022, 2050, and 2550 with a cap.

<Precautions for Use>

* Do not use this product without carefully reading the attached owner’s manual. * Do not use this product in a vacuum or a location where it may come in contact with oil.

* Do not turn the oil inlet screw located at the bottom of the main unit. * Ensure that an eccentric load is not applied to the soft absorber. (Allowable

* Ensure that sufficient mounting strength is secured for this product. (As a eccentric angle: £2.5°) Allowable eccentric angle in FK-2050 and 2550: +1.0°
guideline, it should be 2 to 3 times the maximum drag listed in the catalogue.) * Urethane caps are consumable goods that need to be replaced with new ones if necessary.
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Dimensions

Standard nut
{Width across flat L)
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<Dimensions> >

o

Model A B C D E F oG H ol J K L M sN wn

FK-2016[]-S 93 — — —

=, M20X1 .5 16 77 63 14 6 277 8 24 9‘
FK-2018[]-C 110 17 18 17 18 o
FK-2022[ ]S 112 — — — —

i M20X1.5 22 90 76 14 6 277 8 24 )]
FK-2022[]-R 126 5 — — 145 18 ==
FK-2050]-R M20X1.5 50 o235 | 1665 | 1415 15 6 = — i 8 24 17 18
FK-2530[1-S 140 — — — —

M25X1 5 30 110 a5 15 8 BT 10 32
FK-25301-C 158 18 22 18 22
FK-2540]-C M25X1.5 40 1855 1245 1095 15 8 21 22 37 10 32 26 22
FK-2550[_-R M25X2 0 50 228 160 145 15 8 — — 37 10 32 18 22

Note) Urethane cap is the only available specificaion for FK-2022, 2050, and 2550 with a cap.

FK -20 (16| M-[c

L—— With/Without cap S: Without cap
C: With cap
R: With urethane cap
Performance classification L: For low speed {Impact rate 0.3~1m/s)
M: For medium speed (Impact rate 0.3~2m/s)
H: Fer high speed (Impact rate 0.3-3m/s)

Stroke (indicated in mm)
External screw size  (indicated in mm)
Series name




& I <EFK Series Large (M27~M36)

(RoHS Compliant ) Multiple-Orifice Fixed

BMWith a fixed, specially-designed orifice structure,
an optimal impact absorption can be achieved,
even under variable operating conditions.

B The main unit can also be used as a stopper. (No
external stopper required, except for FK-3625A[ )

BWe have three available types to accommodate
various speeds.

For low-speed: L, for medium-speed: M, for high-speed: H

BUrethane cap specification is also available.

M2 or more of this product can be used in parallel.

M This product can also be custom-designed for
optimal impact absorption.

| - = gn .
© <Specifications>
= Model Fk-2725L-T1 Fi-2725MH ] Fkc2725H- ] FK-3035L-|FK-3035M-C]FK-3035H- L] FK:3625ALC | FK-a625AMC| F3625AH: | F-3650L-1 | Fk-agson] FK-agson-]
@) Max. absorption energy  J (kgf-m) 79 (8.1) 196 (20) 150 (15.3) 200 (20.4) 392 (40)
()] Stroke mm 25 35 25 50
O Max. equivalent mass kg (kgf) | 420 (420)| 105 (105)| 47 (47) | 1560(1560) | 390 (390)| 173 (173)| 2000 800 150 | 3137 (3137) | 784 (784) | 306 (306)
< Range of impact rate m's 0.3~1 | 0.3~2 | 03~3 | 0.3~1 | 03~2 | 03~3 | 0.3~1 | 0.3~2 | 0.3~3 | 0.3~1 | 0.3~2 | 0.3-3
+ Max. cycle rate cycle/min 60 30 30 30
= Max. absorption Jimin 539 1176 1500 2352
N energy per minute (kgf-m/min) (55) (120) (153) (240)
Max. drag N (kgf) 6370 (650) 14700 (1500) 25000 (2551) 21110 (2154)
Recovering power of the piston rod N (kgf) 27.3 (2.78) or lower 47.1 (4.8) or lower 100 (10.2) or lower 68.6 (7.0) or lower
Operating temperature °C —5~70 -5~70 —5~70 -5~70
Mass: (S type) g 341 628 — k77
(C type) g 385 681 900 1259

Note) Insert S in the [ to order without a cap, and insert C in the [] to order with a cap (R if ordering urethane cap). (-S is not available for FK-3625[].)
Note) Urethane cap specification is not available for the FK-2725 series.
Note) A urethane cap (OP-090M36B) may be added to FK-3625[1-C.

*FK-3625AL-C, FK-3625AM-C, and FK-3625AH-C will be available soon

<Precautions for Use>

* Do not use this product without carefully reading the attached owner's manual. * Ensure that an eccentric load is not applied to the soft absorber.

* Do not turn the oil inlet screw located at the bottom of the main unit. (Allowable eccentric angle: £2.5°)

* Ensure that sufficient mounting strength is secured for this product. (As a * We recommend that you use it with an external stopper (OP-
guideline, it should be 2 to 3 times the maximum drag listed in the catalogue.) 020**).

* Do not use this product in a vacuum or a location where it may * Urethane caps are consumable goods that need to be replaced
come in contact with oil. with new ones if necessary.



‘.. )o000000
o.‘ /‘ _SOftSilentSafety Series Large (M27~M36)
Dimensions
A\ [ [ e a =
g e N g I e Ek 5

Metallic ca)

Urethane ca
Canbe adde:
as an option

FK-3625A[ w
@]
_h
r+
<Dimensions> >
Model A B @ D E F 3G H al J K L M alN O
FK-2725[1-8 1175 — = — — w
M27X1.5 25 925 775 15 8 37 10 32 @)
FK-2725[1-C 1375 20 23 = — =
FK-3035[ 1S 1715 — — — — (D
M30X15 35 1365 | 1165 | 20 10 416 14 36
FK-3035[]-C 190 185 27 25 27 D
FK-3625A1-C M36X15 25 150 106 5 86 14 12 185 3 531 10 46 235 34 _‘
FK-36501-S 2185 — — — =
M38X1.5 50 168.5 1485 20 12 531 15 46
FK-36850[1-C 238 195 33 243 33

<Key to Model Number>

FK

27

25

C

— With/Without cap

Performance classification

Stroke

External screw size

Series name

S: Without cap

C: With cap

R: With urethane cap

L: For low speed (Impact rate 0.3~1m/s)

M: For medium speed (Impact rate 0.3-2m/s)
H: For high speed (Impact rate 0.3-3m/s)
(indicated in mm)

(indicated in mm)
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Stopper nut
Model Eccentric angle adaptor - - Holder with a switch Flange Liquid-proof cap Urethane cap
Without cap With cap
FK-1008[]-** OP-010PB OP-020PB-S OP-020PB-C — OP-040PB FK-1008[]-C-060 | OP-090M10A
FK-1210[]-** OP-010KB OP-020KB-S OP-020KB-C OP-030KB-2 OP-040KB FK-1210[]-C-060 | OP-090M12A
FK-1412[]-** OP-010RD OP-020RB-S OP-020RB-C OP-030RB-2 OP-040RB FK-1412[]-C-060 | OP-090M14A
FK-1417[]-** —_ OP-020RB-S OP-020RB-C —_ OP-040RB — OP-090M14B
FK-1612[]-* OP-010XB OP-020HB-S OP-020HB-C OP-030HB-1,2 OP-040XB FK-1612[]-C-060 | OP-090M16A
FK-2016[]-** OP-010EB OP-020EB-S OP-020EB-C OP-030EB-1,2 OP-040EB FK-2016[]-C-060 | OP-090M20A
FK-2022[]-** — OP-020EB-S OP-020EB-C — OP-040EB — OP-090M20A
FK-2050[]-** — OP-020EB-S OP-020EB-C — OP-040EB — OP-090M20A
FK-2530[]-** OP-010GB OP-020GB-S OP-020GB-C OP-030GB-1,2 OP-040GB FK-2530[]-C-060 | OP-090M25A
FK-25400]-** — OP-020LB OP-020LB —_ OP-040GB — OP-090M25A
E FK-2550[_]-** — — — — — — OP-090M25A
i®) FK-2725[]-** OP-010FB OP-020FB-S OP-020FB-C OP-030FB-1,2 OP-040FB FK-2725[ ]-C-060 —
= FK-3035[]-* OP-010TB OP-020TB-S OP-020TB-C — OP-040TB FK-3035[]-C-060 | OP-090M30A
8 FK-3625[]-** — — OP-020M36 — OP-040UB — OP-090M36B
o) FK-3650(]-** OP-010UB OP-020UB-S OP-020UB-C — OP-040UB — OP-090M36A
<t The following five types of optional parts are available for the FK series.
- HOP-010C][] : Eccentric angle adaptor
y— WOP-0201[]-S : Stopper nut (without cap)
@) OP-020L1[]-C : Stopper nut (with cap)
4p) BWOP-030[1[]-[] : Holder with a switch
HWOP-040[1[] : Flange
W*FK-CIOCCC-C-080 - Liquid-proof cap
HOP-090 : Urethane cap (This is a spare part for the =R type.
Please note that it cannot be used on the —S or
—C types.)
Urethane caps are consumable goods that need to be replaced with new ones if necessary.
Note) Insert one of the following symbols in (] according to the external size.
M10----PB M25----GB
M12----KB M27----FB
M14----RB M30----TB
M16----HB M36----UB
M20----EB

*Model indication (4 digits and 1alphabet) is inserted in [ of FK-CJCJCICICI-C-060.

*Standard nuts are sold separately as well.

For FK-0404: M04 nut
For FK-0604: M06 nut
For FK-1008: M10 nut
For FK-1210: M12 nut
For FK-1412: M14 nut
For FK-1417: M14 nut
For FK-1612: M16 nut
For FK-2016: M20 nut
For FK-2022: M20 nut
For FK-2050: M20 nut
For FK-2530: M25 nut
For FK-2540: M25 nut
For FK-2550: M25 nut
For FK-2725: M27 nut
For FK-3035: M30 nut
For FK-3625: M36A nut
For FK-3650: M36 nut
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[ RoHS Compliant ) Optional Parts

Standard With cap

B Adjust so that it stops 1mm before the stroke end, Gommon dimensions
and fasten with the main unit's nut until secured. Model OP-020L15 OP-020L1C Mass g
OP-020**-8 OP-020**-C A B C D E F
{Without cap) (With cap) 21 6
OP-020PB-S.C 10 15 16 15 13 M10X1 C 9
= o)) = &
] | T ] OP-020KB-5.C 12 16.2 16 16.2 14 M12X1
== - *”7%' E= N Cc 8
8 10
A - OP-020RB-5.C 12 19.6 20 19.6 17 M14X15 c 5
) 15
QOP-020HB-5.C 15 219 30 219 19 M16X15
C 28
3 46
OP-020EB-S.C 30 277 47 277 24 M20X15
c 68
S 65
QP-020GB-5.C 20 37 32 37 32 M25X1 5
e 102
0p)
OP-020LB - — 50 37 32 M25X15 153 )
_h
21 90 =t
OP-020FB-5.C 35 37 55 37 32 M27X15
G 137 >
) 129
OP-020TB-5-C 38 M6 58 1.6 36 M30X15 o
C | 197 )
s | 291 O
OP-020UB-5.C 45 531 65 53.1 46 M36X1.5 —_
Note) When attaching, make sure that the side without €| 422 o
a bearing chamfer is the impact surface. OP-020M36 —_ — 45 531 46 M36X15 291 1))
=

<Eccentric angle adaptor OP-010>

Guggﬁ%ggiﬁg\e > - Model A B C D E F G H | J K Mass g
& _F— o OP-010PB | 38 28 2 8 6 8 |MI6X15| 19 20 13 65 35
e OP-010KB | 48 35 3 10 5 10 |Mi8X15| 21 | 243 | 14 82 48
N Em OP-010RD | 53 38 3 12 7 11 |M22X15| 24 | 277 | 19 95 84
fiicth across fat H) ! OP-010XB | 60 45 3 12 7 12 |M22X15| 24 | 277 | 19 | 102 81
Wil zoross fat) Y g OP-010EB | 68 49 3 16 10 14 |M27X15| 32 37 24 | 129 209
E OP-010GB | 1075 | 675 | 10 30 15 16 |M36X15| 46 | 531 | 32 | 1975 639
§ OP-010FB | 97 62 10 25 15 16 |M36X15| 46 | 531 | 32 | 170 587
OP-010TB | 127 | 82 10 35 15 18 |M4OX15| 50 | 577 | 36 | 239 852
-4 1 OP-010UB | 167 | 107 | 10 50 15 20 |MASX15| 55 | 635 | 41 | 306 1273
When attaching the eccentric angle adaptor, screw it into the main unit until the cap for eccentric
& angle and the piston rod form a tight connection. While maintaining this position, fasten the main
& unit's nut until secured.
* If the eccentric angle adaptor is secured without establishing a tight fit, a sufficient stroke cannot

be obtained. Furthermore, if the eccentric angle adaptor is further screwed in, after it has formed a
tight connection, and then secured in place, the cap for eccentric angle cannot be pushed all the
way to the stroke end.
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[ RoHS Compliant ) Optional Parts

M This is a mounting fixture for soft absorbers. Model A B € D E | Massg
. OP-040PB 25 18 M10X1 32 4 16
OP-040KB 25 18 M12X1 32 4 15
__&) il \® OP-010RB 34 24 MI4X15 | 45 4 30
o OP-040XB 34 24 | MI6X15 | 45 4 20
L%_] . OP-040EB 40 28 M20X1 5 65 12 109
OP-040GB 54 40 M25X15 g 12 206
JT L= OP-040FB 50 36 M27X1 5 9 12 157
! LL & Adil OP-040TB 65 45 M30X15 1 14 344
E.J OP-040UB 78 56 M36X1.5 14 16 566
—
0
E Wideal for use in envircnments where oil splatter poses Model A B € D E | Massg
o a problem. FK-10080]-C-060 | 13 18 3 8 53 10
2 MEnsure that the cap is facing upward. If the cap is FK-1210J-C-060 17 28 95 10 72 25
iw! facing sideways or downward, it cannot provide an FK14120 -G080 | 19 30 115 10 785 31
< effective means for liquid procfing. FK16120]-C080 | 21 34 95 12 88 15
= FK-2016[1-C-060 | 24 35 4 16 1095 59
qa FK-253001-C-060 | 28 51 65 30 154 5 77
W o FK-2725[1-C-060 | 30 50 5 25 1375 112
‘LH.L—‘ FK-3035[1-C-060 | 38 60 5 35 1915 255
: :'; Q r A‘Di? ] Note) L, M or H is inserted in the (.
—Li —f— =N Y
B = /
E

Note) Liquid-proof caps are not sold separately.
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CFoHs Comprant)  OPtional Parts

OP-030*-1 OP-030%*-2
A d A F
- N
e I ]
see e _ _
,(T 7!_{%7777:1i]‘:—:h—'— ¢
| "
L"::i_ oo e | L
] E
T
WWhen attaching a holder with no stopper function, ensure that there is a gap
| Clearance between the switch and the cap’s tip when the piston rod is pressed all the
way down to the stroke end. Otherwise, the switch may become damaged by
the impact.

—2(_
suoke (] ‘W
Slroke )

W Set the holder's position so that the switch’s tip and the edge of the metallic ring
on the rod cap are at least 0.5mm apart. Otherwise, it will not work properly.

0p)
Cap _— : w5 s < O
MFor switch specifications and precautions for use, please refer to page 69. o
—~+
<Dimensions> 5
Model A B [:188 0 6 F G H | J Mass g w
OP-030KB-2 29 21 8 10 8 8 19.6 131 16 — 38 O
=
OP-030RB-2 29 21 10 12 8 8 19.6 141 17 — 34 or
OP-030HB-1 25 2 135 12 15 8 219 155 19 9 36 1))
OP-030HB-2 40 21 135 12 15 8 219 155 19 — 46 B
OP-030FB-1 30 2 18 18 17 8 28 18 24 9 59
OP-030EB-2 50 21 18 16 17 8 28 18 24 — 80
OP-030GB-1 20 2 22 30 18 8 32 205 29 9 51
OP-030GB-2 37 21 22 30 18 8 32 205 29 — 82
OP-030FB-1 32 21 24 25 20 8 34.6 21 30 9 68
OP-030FB-2 56 21 24 25 20 8 346 21 30 — 107
BMCautions for Using the Switch GXL-8F specifications Manufactured by SUNX
1) Do not use when it is in a transient state after the power is turned on (approx. ltem Summary Spedification
10ms) Cetectonclistame | Standard detectad object 15215X1 (Iron) 1.8mm
: ; i ) | Power vollage 12-.24VDCH 0%
2) Keep the cables as short as possible when using in places with a lot of noise. [ tmin ae 15mA of lower
Also, please take all precautions, such as avoiding the parallel wiring of Behaviour form NO type
electric lines and power lines, as well as wiring within the same conduit LI BEL apah nllelr
P ) i : 9 ) ’ e Output capacity (with 24YDC power valtage) | 100mA or lower
3) Ensure that the switch does not come in direct contact with thinner-type Protection feature Comes with & surge absorplion ciout
chemicals. H&mdualvoltage‘At 100mA inlowing current 1V or lower
4) Because it does not have a short-circuit protection circuit, wiring must be L4t gomA owing curent | 0.4V or lower
Input/Output circuit diagram — Operation indicator light
GleTRtEorc Gty S N S — S e v @osm  Ped LED

{hgfts up when the output s ON)

L 12.24v
Blgk | DC+10%

1Output{
10 (Blus)

Pesponaefequency S500HZ
ialneberen 0-55°C

il g e —30~80°C

Ao, i iy 45~85%RH

| Auiet v iy 35~95%RH
Lead wie bngth Approximately 1m
M a s s|Including cable Approximately 11g
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